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AutolLog® GSM-16

Manufactured by
FF-Automation
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Introduction

GSM-16 PLC is especially designed for
GSM communication. It has build-in GSM/
GPRS modem and driver. It is very
compact and cost effective solution for
remote monitoring and control.

GSM-16 can be programmed to fit 100%
with your application needs. Special GSM
functions allow you to create effective
application. Easy maintenance with
wireless programming through GSM
network.

- GSM-16 Specifications
I‘HG%I\W/Glf!’RIS l%odem: Build-in

U tyAowersupply: 12-30VDC / 12-24VAC /

230VAC for Unit models
fSerial ports: Serl: RS232 (for modem /

S programming), Ser2: RS232 (Optionally

RS485, Modbus TCP or Wireless sensors)
[fFYogramming tool: PC based

a mAutoLog® GSMProgrammer
S flinstructions type: logical, arithmetic,

comparison, timer/counter, sequence
program, reporting, queue, FIFO, PID, etc.
fApplication Program memory: 512 lines
IPID: 32 build-in PID controllers
fSerial port connectivity: GSM/SMS,
GPRS/FTP, GSM/call, Modbus RTU
Master/slave 300 -115200bps
fClock and calendar (RTC): Build-in
fProgram memory: Flash
Data memory: RAM
fBack-up battery for RAM and RTC: Yes
fSupport for battery powering: Yes
Support for wireless sensors: Yes
TSCADA: AutoLog ControlMan or Indusoft
Web Studio or database connection
fMobile phone: alarms, repors, controls,
etc.
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Analog 0-8 input, 12 bit,
Inputs Pt100 (-50..150°C / 0..500°C / -
250..750°C), 0..5mA, 0..20mA,
4..20mA, KTY10 (-50..150°C), NTC (-
5..50°C), 0..2V, 0..5V, 0..10V, -
10..10V, RMS 40VAC/25VAC/
0.25VAC, etc.
Digital 4 inputs,
Inputs 24VDC, max 8mA, opto-isolated, PNP
Relay 4 outputs,
Outputs 5A /250VAC 1A/30VDC
Storage temperature |-30 ~80 °C
Operating -20~55°C
temperature
Relative humidity 95%, non-condensing
EMC Immunity according to
EN50082-2 & EN 50082-
1
Emissions according
to EN50081-1 &
EN50081-2
Enclosure IP20 / optional IP65 etc.
Dim. (W x H x D) Case 220 x 125 x 65 mm
Weight About 0.2 kg
Mounting DIN rail
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AutoLog® ControlMan

- Supervision as Cloud Service
- Just log in with Web browser!

Order

AutoLog® GSM-16
- Order code: 900501

- Antenna included
-12-30VDC or 12-24VAC

Notel!

Information

AutoLog® GSM-16 Unit
- Order code: 900480

- IP65 plastic enclosure

- Antenna included

- 230VAC

- Analog input modules needs to be ordered separately!
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AutoLog® GSM-RTU

- Programmable Logic Controller
- Communicates via GSM network - Modbus interface, expandable network

AutoLog® Wireless Sensors
- Uses free 868MHz frequency in EU

AutoLog® GSM-16 Unit + HMI
- Order code: 980480

- IP65 plastic enclosure

- HMI (mounted on the cover)

- Antenna included

- 230VAC

AutoLog® GSM-16 Custom

- Ask more!

FF-AUTOMATION

Erakuja 2, 01600 Vantaa, Finland
tel. +358 10 2190 500

fax +358 3 5846 711

e-mail: info@ff-automation.com
Web: www.ff-automation.com
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